
DATA / LAN  KABLOLARI
DATA / LAN CABLES

SERT�F�KALAR / CERTIFICATES

Cat 5e SF-UTP PE
Data/LAN Kabloları
Data/LAN Cables

KULLANIM ALANLARI / APPLICATION

� 10 BASE-T (IEEE 802.3) Ethernet
. 100 BASE-T (IEEE 802.3u) Fast Ethernet
� 100 VG-AnyLAN (IEEE 802.12)
� 4/16 Mbps Token R�ng (IEEE 802.5)
� 100 Mbps CDDI
. 52/155 Mbps ATM
� 1000 BASE-T (G�gab�t Ethernet) (IEEE 802.3 ab)

� 10 BASE-T (IEEE 802.3) Ethernet
. 100 BASE-T (IEEE 802.3u) Fast Ethernet
� 100 VG-AnyLAN (IEEE 802.12)
� 4/16 Mbps Token R�ng (IEEE 802.5)
� 100 Mbps CDDI
. 52/155 Mbps ATM
� 1000 BASE-T (G�gab�t Ethernet) (IEEE 802.3 ab)

KABLO YAPISI / CABLE CONSTRUCTION

1 - �letken :   Elektrol�t�k mono bakır �letken.
2 - �zole :   Sol�d pol�et�len �zolasyon
3 - Büküm :   �zoleler ç�ftler hal�nde ve tüm ç�ftler b�r arada   
      bükülür.
4 - Ayırıcı :   Polyester bant
5 - Ekran :   Kalaylı bakır toprak tel�. Al/PET bant,
      kalaylı bakır örgü
6 - Dış Kılıf :   Ultrav�yole ışınlara dayanıklı pol�et�len dış kılıf. 
      RAL 9004 (S�yah)

1 - Conductor :   Electrolyt�c sol�d copper conductor.
2 - Insulat�on :   Sol�d polyethylene �nsulat�on
3 - Strand�ng :   Insulat�ons are stranded �nto pa�rs and all pa�rs are
       stranded together.
4 - Wrapp�ng :   Polyester tape
5- Screen :    T�nned copper earth�ng w�re, Al/PET tape,
       t�nned copper bra�d�ng
6 - Outer Jacket :  UV res�stant polyethylene outer jacket.
       RAL 9004 (Black)

MEKAN�K ÖZELL�KLER / MECHANICAL CHARACTERISTICS

BÜKÜLME YARIÇAPI / BENDING RADIUS SICAKLIK ARALIĞI ÇALIŞMA / TEMPERATURE RANGE OPERATING

8XD MM -55°C~+60°C

TEKN�K ÖZELL�KLER / TECHNICAL CHARACTERISTICS
�letken D�renc�

Conductor Res�stance
Ω/km

�zolasyon D�renc�
Insulat�on Res�stance
MΩxkm (500 V DC)

Efekt�f Kapas�te
Mutual Capac�tance

nF/km

D�renç Denges�zl�ğ�
Capac�tance Unbalance

Yayılma Hızı
Propagat�on Veloc�ty

Çalışma Voltajı
Operat�ng Voltage

V

Test Voltajı
Test Voltage

V

Karakter�st�k Empedans
Character�st�c Impedance

Ω

94 5000 56 %2 %67-69 250 1200 100±%15. 1-100 MHz

STANDARDLAR / STANDARDS
ÜRET�M STANDARDLARI
MANUFACTURING STD.

ANSI/TIA-568-C.2.
IEC-61156-5.

IEC-11801

ELEKTR�KSEL ÖZELL�KLER / ELECTRICAL PROPERTIES
Frekans

Frequency
MHz

0.772
1
4
8

10
16
20
25

31.25
62.5
100

Ek Kaybı
Insert�on Loss

dB/100m (Max.)
1.8
2

4.1
5.8
6.5
8.2
9.3

10.4
11.7
17
22

Near-end Crosstalk (NEXT) Kaybı
Near-end Crosstalk (NEXT) Loss

dB (M�n.)
67

65.3
56.3
51.8
50.3
47.2
45.8
44.3
42.9
38.4
35.3

Power-sum Near-end
Crosstalk (PSNEXT)  Loss

dB (M�n.)
64

62.3
53.3
48.8
47.3
44.2
42.8
41.3
39.9
35.4
32.3

Equal-level Far-end
Crosstalk (ELFEXT)

dB/100m (M�n.)
66

63.8
51.8
45.7
43.8
39.7
37.8
35.8
33.9
27.9
23.8

Power-sum Equal Level Far-end
Crosstalk (PSELFEXT)

dB/100m (M�n.)
66

63.8
51.8
45.7
43.8
39.7
37.8
35.8
33.9
27.9
23.8

Dönüş Kaybı (RL)
Return Loss (RL)

dB (M�n.)
-

23
23
23
23
23
23
22
21
18
16


